MARCUS

MARCUS TRANSFORMER OF CANADA LTD.

INDOOR TYPE "MO" OPEN STYLE/ SINGLE PHASE 25 VA - 7500 VA

FEATURES:

+ Solidly fixed terminals with standard combination screw connections
facilitate wiring

+ All models bullt with heat-proof insulation for compact size and long life

» All tarminals clearly identified with additive polarity markings

* Many multi-voltage primary and secondary models increase range of
applications per unit

« Every coil bobbin-wound for greater efficiency and superior heat evacuation
capabilities

= Can be moursted either vertically or horizontally

All units CSA Certified & UL Listed

CE veritled up to and including 5000 VA

-

ENGINEERING SPECIFICATIONS:

Input Voltages: 8OO, 480, 416, 380, 347, 277, 240, 208, 120
Cuiput Voltages: 240, 120, 32, 24, 16,12

Output VA Range: 25 - 7500 VA

Operating Freguenay: 60 Hz
50460 Hz: available on some models D
Class B 80°C Temp Rise

Insulation Systems: 130°C (25-1000 VA) -

1557C (1500-7500 VA) = Class F 100°C Temp Rise
Sound Level: Lass than 40 db
Polarity: Additive

DIMENSION TABLE

VA A B C D E | wounwHowes | SHPWT s}

25 | 300 | 250 | 277 | 188 | 250 | 0.21x0.625 1.28
50 | 300 | 250 | 300 | 225 | 250 | 0.21x0.625 225
W0 | 300 | 250 | 327 | 250 | 250 | 0.21x0.625 275
150 | 375 | 213 | 402 | 200 | 313 | 0.21x0.625 575
200 | 375 | 313 | 459 | 325 | 313 | 0.21x0.625 6.00
250 | 450 | 375 | 415 [ 275 | 375 | 0.21x0.625 7.50
350 | 480 | 375 | 520 | 375 | 375 | 0.21x0.625| 11.00
500 | 525 | 438 | 495 | 312 | 438 | 0.28x%0.560 | 1250
750 | 525 | 4.38 | 6.00 | 412 | 438 | 0.28x0.560 | 19.00
1000 | 525 | 438 | 670 | 512 | 438 | 0.28x0.560 | 25.00
1500 | 7.50 | 625 | 675 | 350 [ 675 | 0.31x0.688 | 36.00
2000 | 750 | 625 | 795 | 450 | 675 | 0.31x0.688 | 39.00
3000 | 750 | 625 | 975 | 650 | 675 | 0.31x0.688| 59.00
5000 | 900 | 800 | 975 | 650 | B.00 | 0.31x0.688| 91.00
7500 | 9.00 | 800 | 1175 | 8BS0 | 800 | 0.31x0.688 | 115.00

Mote: All dimensions are =0.08 in, sxcept for "C" which iz £0.25in,
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