FEATURES

THREE PHASE
TYPE TPO OPEN STYLE
and TPC CLOSE STYLE

350 VA - 3000 VA

* Solidly fixed terminals with standard combination slotted
Robertson head screw connections facilitate wiring.

 Built with heat-proof insulation for compact size, long life.
* Unique bobbin-wound coils for greater efficiency, superior heat
evacuation and compact structure.

 Electrostatic shield available upon request.
¢ Vertical or horizontal mounting.

e All units CSA certified.

ENGINEERING SPECIFICATIONS

e Input/Output Voltages: 600, 480, 416, 380, 240, 208.
* Contact factory for other VA size and voltage.

¢ Operating Frequency: 60 Hz.

¢ Insulation: Class F (155°C) (Type TPC: 115°C, TPO 100°C).
* Sound Level: Less than 40 dB.

* 50 Hz available upon request.

DIMENSION TABLE

MOUNTING
VA A B C D E HOLES wi
INCHES/MM |LBS/KG
350 7.2 54 3.6 2.58 2.4 0.28 x 0.56 12
183 137 | 914 | 655 | 61.0 71 x14.2 5.4
500 7.2 5.4 3.6 2.58 2.4 0.28 x 0.56 14
183 137 | 914 | 655 | 61.0 7.1 x14.2 6.3
750 9 6.75 3.9 2.75 3.0 0.35 x 0.788 23
229 172 | 991 | 69.9 | 76.2 8.9 x 20.0 10.4
1000 9 6.75 4.1 2.75 3.0 0.35x0.788 26
229 172 104 | 69.9 | 76.2 8.9 x20.0 11.7
1500 9 6.75 54 4.25 3.0 0.35 x 0.788 40
229 172 137 108 | 76.2 8.9 x 20.0 18.0
2000 9 6.75 | 555 | 4.25 3.0 0.35 x 0.788 46
229 | 172 | 141 108 | 76.2 8.9 x20.0 20.7
3000 9 6.75 | 6.00 | 4.25 3.0 0.35 x 0.788 55
229 172 152 108 | 76.2 8.9 x 20.0 25.0
NOTE:

All dimension are +/- 0.06 in, except for “C” which is +/- 0.25 in.

TYPE TPC

TYPE TPO
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